outokumpu >

high performance stainless steel \"- _)’

DECLARATION OF PERFORMANCE
No 1.4003

Unique identification code of the product-type:

1.4003 — EN 10088-4:2009

Intended use/es:

Sheet/plate and strip of corrosion resisting steels
for construction purposes

Manufacturer: Outokumpu Stainless Oy
Terastie, FI-95490 Tornio, Finland
System/s of AVCP: 2+

Harmonised standard:
Notified body/ies:

EN 10088-4:2009
TUV NORD Systems GmbH & Co. KG, Hamburg

identification number: 0045

Declared performance/s:

Essential characteristics Performance Harmonised technical
specification
Tolerances on dimensions and shape Tolerances in accordance with EN EN 10088-4:2009,
ISO 9444-2 and EN ISO 9445-2 Clause 6.9
Cold rolled Hot rolled EN 10088-4:2009,
0,2%-proof strength (yield strength) Rp0,2 | 320 MPa 320 MPa Clause 6.5.1
Tensile strength Rm 450-650 MPa 450-650 MPa
Elongation A 20 % 20 %
Impact strength KV - -
Weldability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3
Durability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3 and 6.4

Fracture toughness/ (covered by impact strength) EN 10088-4:2009,
brittle strength Clause 6.5.1

Cold formability (covered by elongation) EN 10088-4:2009,
Clause 6.8

0045-CPR-0567
EN 10088-4:2009, annex ZA

Appropriate Technical Documentation and/or
Specific Technical Documentation:

The performance of the product identified above is in conformity with the set of declared performance/s.
This declaration of performance is issued, in accordance with Regulation (EU) No 574/2014, under the
sole responsibility of the manufac}urer ied/en‘l':ified above.

Signed for and on behalf of the m /ufactu; r by: @ N
e, RS

Tornio 1.10.2020 Sim}’l gchmit/it,' SVP - Business Line Tornio  Timo Huhtala, VP — Mill Controlling Finland
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high performance stainless steel \\- /

DECLARATION OF PERFORMANCE

No 1.4016

Unique identification code of the product-type:

1.4016 — EN 10088-4:2009

Intended use/es:

Sheet/plate and strip of cor
for construction purposes

rosion resisting steels

Manufacturer: Outokumpu Stainless Oy
Terastie, FI-95490 Tornio, Finland
System/s of AVCP: 2+

Harmonised standard:

EN 10088-4:2009

TUV NORD Systems GmbH & Co. KG, Hamburg

identification number: 0045

Notified body/ies:

Declared performance/s:

Essential characteristics Performance Harmonised technical
specification
Tolerances on dimensions and shape Tolerances in accordance with EN EN 10088-4:2009,
ISO 9445-2 Clause 6.9
Cold rolled EN 10088-4:2009,
0,2%-proof strength (yield strength) Rp0,2 | 280 MPa Clause 6.5.1
Tensile strength Rm 450-600 MPa
Elongation A 20 %
Impact strength KV -
Weldability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3
Durability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3 and 6.4
Fracture toughness/ (covered by impact strength) EN 10088-4:2009,
brittle strength Clause 6.5.1
Cold formability (covered by elongation) EN 10088-4:2009,
Clause 6.8

0045-CPR-0567
EN 10088-4:2009, annex ZA

Appropriate Technical Documentation and/or
Specific Technical Documentation:

The performance of the product identified above is in conformity with the set of declared performance/s.
This declaration of performance is issued, in accordance with Regulation (EU) No 574/2014, under the
sole responsibility of the manut:?urer__jdentified above.

7
Signed for and on behalf of the m: ufaf/:t/urer by:

F i
y 7

L
Tornio 1.10.2020 Simon Schn/‘njét, SVP - Business Line Tornio  Timo Huhtala, VP — Mill Controlling Finland




outokumpu # >

high performance stainfess steal \\-. }

DECLARATION OF PERFORMANCE

No 1.4301

Unique identification code of the product-type:

1.4301 - EN 10088-4:2009

Intended use/es:

for construction purposes

Sheet/plate and strip of corrosion resisting steels

Manufacturer:

Outokumpu Stainless Oy

Terastie, FI-95490 Tornio, Finland

System/s of AVCP:

2+

Harmonised standard:
Notified bodyl/ies:

EN 10088-4:2009

identification number: 0045

TUV NORD Systems GmbH & Co. KG, Hamburg

Declared performance/s:

Essential characteristics Performance Harmonised technical
specification
Tolerances on dimensions and shape Tolerances in accordance with EN EN 10088-4:2009,
ISO 9444-2 and EN ISO 9445-2 Clause 6.9
Cold rolled Hot rolled EN 10088-4:2009,
0,2%-proof strength (yield strength) Rp0,2 | 230 MPa 210 MPa Clause 6.5.1
Tensile strength Rm 540-750 MPa 520-720 MPa
Elongation A 45 % 45 %
Impact strength KV - 60 J (transverse)
Weldability (covered by chemical composition) EN 10088-4:2009,
Clause 6.3
Durability {covered by chemical composition) EN 10088-4:2009,

Clause 6.3 and 6.4

Fracture toughness/

(covered by impact strength)

EN 10088-4:2009,

brittle strength Clause 6.5.1
Cold formability (covered by elongation) EN 10088-4:2009,
Clause 6.8

Appropriate Technical Documentation and/or

Specific Technical Documentation:

0045-CPR-0567
EN 10088-4:2009, annex ZA

The performance of the product identified above is in conformity with the set of declared performance/s.
This declaration of performance is issued, in accordance with Regulation (EU) No 574/2014, under the
sole responsibility of the manufactureryentified above.

Signed for and on behalf of the m?pufac/ﬂrer by:

L

Tornio 1.10.2020 Simon/Séhmidi, SVP - Business Line Tornio  Timo Huhtala, VP — Mill Controlling Finland
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outokumpu >

hig!l performance stlainless steel J
‘ 7 DECLARATION OF PERFORMANCE

No 1.4306

Unique identification code of the product-type:

1.4306 — EN 10088-4:2009

Intended use/es:

Sheet/plate and strip of corrosion resisting steels
for construction purposes

Manufacturer: Outokumpu Stainless Oy
Teristie, FI-95490 Tornio, Finland
System/s of AVCP: 2+

Harmonised standard:
Notified body/ies:

EN 10088-4:2009
TUV NORD Systems GmbH & Co. KG, Hamburg

identification number: 0045

Declared performance/s:

Essential characteristics Performance Harmonised technical
specification
Tolerances on dimensions and shape Tolerances in accordance with EN EN 10088-4:2009,
1ISO 9444-2 and EN I1SO 9445-2 Clause 6.9
Cold rolled Hot rolled EN 10088-4:2009,
0,2%-proof strength (yield strength) Rp0,2 | 220 MPa 200 MPa Clause 6.5.1
Tensile strength Rm 520-700 MPa | 520-700 MPa
Elongation A 45 % 45 %
Impact strength KV - 60 J (transverse)
Weldability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3
Durability (covered by chemical composition) | EN 10088-4:2009,

Clause 6.3 and 6.4

Fracture toughness/ (covered by impact strength) EN 10088-4:2009,
brittle strength Clause 6.5.1

Cold formability (covered by elongation) EN 10088-4:2009,
Clause 6.8

0045-CPR-0567
EN 10088-4:2009, annex ZA

Appropriate Technical Documentation and/or
Specific Technical Documentation:

The performance of the product identified above is in conformity with the set of declared performance/s.
This declaration of performance is issued; in accordance with Regulation (EU) No 574/2014, under the
sole responsibility of the manufacturer/identified above.

Signed for and on behalf of the m}ﬁu?iurer by: ‘

Tornio 1.10.2020 Simpri‘ Sghmidt, SVP - Business Line Tornio  Timo Huhtala, VP - Mill Controlling Finland

YA



outokumpu >

high performance stainless steel

4
7 DECLARATION OF PERFORMANCE
No 1.4307

Unique identification code of the product-type:

1.4307 - EN 10088-4:2009

Intended use/es:

Sheet/plate and strip of corrosion resisting steels
for construction purposes

Manufacturer:

Outokumpu Stainless Oy
Teréstie, FI-95490 Tornio, Finland

System/s of AVCP:

2+

Harmonised standard:
Notified body/ies:

EN 10088-4:2009
TUV NORD Systems GmbH & Co. KG, Hamburg

identification number: 0045

Declared performance/s:

Harmonised technical
specification

Essential characteristics Performance

Tolerances on dimensions and shape Tolerances in accordance with EN | EN 10088-4:2009,

ISO 9444-2 and EN ISO 9445-2 Clause 6.9

Cold rolled Hot rolled EN 10088-4:2009,
0,2%-proof strength (yield strength) Rp0,2 | 220 MPa 200 MPa Clause 6.5.1
Tensile strength Rm 520-700 MPa 520-700 MPa
Elongation A 45 % 45 %
Impact strength KV - 60 J (transverse)
Weldability (covered by chemical composition) | EN 10088-4:2009,

Clause 6.3

Durability (covered by chemical composition) | EN 10088-4:2009,

Clause 6.3 and 6.4

Fracture toughness/ (covered by impact strength) EN 10088-4:2009,
brittle strength Clause 6.5.1

Cold formability (covered by elongation) EN 10088-4:2009,
Clause 6.8

0045-CPR-0567
EN 10088-4:2009, annex ZA

Appropriate Technical Documentation and/or
Specific Technical Documentation:

The performance of the product identified above is in conformity with the set of declared performancefs.
This declaration of performance is issued, in accordance with Regulation (EU) No 574/2014, under the
sole responsibility of the manufactlyf identified above.

Signed for and on behalf of the mahufacturer by:
/4

/// q“’@k)

Tornio 1.10.2020 Simop’S?éiidt. SVP - Business Line Tornio  Timo Huhtala, VP — Mill Controlling Finland

/

/
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outokumpu >

high performance stainless steel \\- }'
DECLARATION OF PERFORMANCE

No 1.4318

Unique identification code of the product-type:

1.4318 — EN 10088-4:2009

Intended use/es:

for construction purposes

Sheet/plate and strip of corrosion resisting steels

Manufacturer: Outokumpu Stainless Oy
Teréastie, FI-95490 Tornio, Finland
System/s of AVCP: 2+

Harmonised standard:
Notified body/ies:

EN 10088-4:2009

identification number: 0045

TUV NORD Systems GmbH & Co. KG, Hamburg

Declared performance/s:

Essential characteristics Performance Harmonised technical
specification
Tolerances on dimensions and shape Tolerances in accordance with EN EN 10088-4:2009,
ISO 9444-2 and EN ISO 9445-2 Clause 6.9
Cold rolled Hot rolled EN 10088-4:2009,
0,2%-proof strength (yield strength) Rp0,2 | 350 MPa 330 MPa Clause 6.5.1
Tensile strength Rm 650-850 MPa 650-850 MPa
Elongation A 35%(<3mm) | 35% (<3 mm)
40 % (2 3 mm) 40 % (2 3 mm)
Impact strength KV - 60 J (transverse)

Weldability (covered by chemical composition) EN 10088-4:2009,
Clause 6.3
Durability (covered by chemical composition) EN 10088-4:2009,

Clause 6.3 and 6.4

Fracture toughness/

(covered by impact strength)

EN 10088-4:2009,

brittle strength Clause 6.5.1
Cold formability (covered by elongation) EN 10088-4:2009,
Clause 6.8

Appropriate Technical Documentation and/or

Specific Technical Documentation:

0045-CPR-0567
EN 10088-4:2009, annex ZA

The performance of the product identified above is in conformity with the set of declared performancel/s.
This declaration of performance is issued, in accordance with Regulation (EU) No 574/2014, under the
sole responsibility of the manufactureir/iLjentified above.

Signed for and on behalf of the manudfac l}lr/er by:
/ /

/4 !

C_?V L (Pt ake?

4 /
Tornio 1.10.2020 Simon/S'chmidt,:SVP - Business Line Tornio  Timo Huhtala, VP — Mill Controlling Finland

/
/
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high performance stainless steel \\- /

DECLARATION OF PERFORMANCE
No 1.4372

Unique identification code of the product-type:

1.4372 — EN 10088-4:2009

Intended use/es:

Sheet/plate and strip of corrosion resisting steels
for construction purposes

Manufacturer:

Outokumpu Stainless Oy

Teréstie, FI-95490 Tornio, Finland

System/s of AVCP:

2+

Harmonised standard:
Notified body/ies:

EN 10088-4:2009

TUV NORD Systems GmbH & Co. KG, Hamburg

identification number: 0045

Declared performance/s:

Essential characteristics Performance Harmonised technical
specification
Tolerances on dimensions and shape Tolerances in accordance with EN EN 10088-4:2009,
ISO 9444-2 and EN I1SO 9445-2 Clause 6.9
Cold rolled Hot rolled EN 10088-4:2009,
0,2%-proof strength (yield strength) Rp0,2 | 350 MPa 330 MPa Clause 6.5.1
Tensile strength Rm 750-950 MPa 750-950 MPa
Elongation A 45 % 45 %
Impact strength KV - 60 J (transverse)
Weldability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3
Durability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3 and 6.4
Fracture toughness/ {covered by impact strength) EN 10088-4:2009,
brittle strength Clause 6.5.1
Cold formability {covered by elongation) EN 10088-4:2009,
Clause 6.8

Appropriate Technical Documentation and/or

Specific Technical Documentation:

0045-CPR-0567

EN 10088-4:2009, annex ZA

The performance of the product identified above is in conformity with the set of declared performancels.
This declaration of performance is issued, in accordance with Regulation (EU) No 574/2014, under the

sole responsibility of the manufacture?identified above.

Signed for and on behalf of the manufacturer by:

/
/)

Tornio 1.10.2020 Simg/é Schrni,d/t, SVP - Business Line Tornio  Timo Huhtala, VP — Mill Controlling Finland
y ;
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high performance slainless steal \\- j DEC LARATION OF PERFORMANCE

No 1.4401

Unique identification code of the product-type:

1.4401 - EN 10088-4:2009

Intended use/es:

Sheet/plate and strip of corrosion resisting steels
for construction purposes

Manufacturer: Outokumpu Stainless Oy
Terastie, FI-95490 Tornio, Finland
System/s of AVCP: 2+

Harmonised standard:
Notified body/ies:

EN 10088-4:2009
TUV NORD Systems GmbH & Co. KG, Hamburg

identification number: 0045

Declared performance/s:

Essential characteristics Performance Harmonised technical
specification
Tolerances on dimensions and shape Tolerances in accordance with EN EN 10088-4:2009,
ISO 9444-2 and EN I1SO 9445-2 Clause 6.9
Cold rolled Hot rolled EN 10088-4:2009,
0,2%-proof strength (yield strength) Rp0,2 | 240 MPa 220 MPa Clause 6.5.1
Tensile strength Rm 530-680 MPa 530-680 MPa
Elongation A 40 % 40 %
Impact strength KV - 60 J (transverse)
Weldability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3
Durability {covered by chemical composition) | EN 10088-4:2009,
Clause 6.3 and 6.4

Fracture toughness/ {covered by impact strength) EN 10088-4:2009,
brittle strength Clause 6.5.1

Cold formability (covered by elongation) EN 10088-4:2009,
Clause 6.8

0045-CPR-0567
EN 10088-4:2009, annex ZA

Appropriate Technical Documentation and/or
Specific Technical Documentation:

The performance of the product identified above is in conformity with the set of declared performance/s.
This declaration of performance is issued, in accordance with Regulation (EU) No 574/2014, under the
sole responsibility of the manufacturer identified above.

A /
Signed for and on behalf of the mrénufacf(}@r by: ~
/7 (/: & s

y /r + s
Tornio 1.10.2020 Simon échw - Business Line Tornio  Timo Huhtala, VP — Mill Controlling Finland

/ S/
Vi
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outokumpu {
high performance stainless steel / DECLARATION OF PERFORMANCE

No 1.4404
Unique identification code of the product-type: 1.4404 - EN 10088-4:2009
Intended useles: Sheet/plate and strip of corrosion resisting steels

for construction purposes

Manufacturer: Outokumpu Stainless Oy
Terastie, FI-95490 Tornio, Finland

System/s of AVCP: 2+
Harmonised standard: EN 10088-4:2009
Notified body/ies: TUV NORD Systems GmbH & Co. KG, Hamburg

identification number: 0045

Declared performance/s:

Essential characteristics Performance Harmonised technical
specification
Tolerances on dimensions and shape Tolerances in accordance with EN EN 10088-4:2009,
1SO 9444-2 and EN ISO 9445-2 Clause 6.9
Cold rolled Hot rolled EN 10088-4:2009,
0,2%-proof strength (yield strength) Rp0,2 | 240 MPa 220 MPa Clause 6.5.1
Tensile strength Rm 530-680 MPa 530-680 MPa
Elongation A 40 % 40 %
Impact strength KV - 60 J (transverse)
Weldability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3
Durability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3 and 6.4
Fracture toughness/ (covered by impact strength) EN 10088-4:2009,
brittle strength Clause 6.5.1
Cold formability (covered by elongation) EN 10088-4:2009,
Clause 6.8
Appropriate Technical Documentation and/or 0045-CPR-0567

Specific Technical Documentation:

EN 10088-4:2009, annex ZA

The performance of the product identified above is in conformity with the set of declared performance/s.
This declaration of performance is issued, in accordance with Regulation (EU) No 574/2014, under the
sole responsibility of the manufacturer ‘i/dentified above.

Signed for and on behalf of the manufactdrer by: :
v/ Py . )

Tornio 1.10.2020 Simér;/gchmidt. SVP - Business Line Tornio  Timo Huhtala, VP — Mill Coentrolling Finland

-,

v
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high performance stainiess steel \\- }'

DECLARATION OF PERFORMANCE
No 1.4432

Unique identification code of the product-type:

1.4432 — EN 10088-4:2009

Intended use/es:

Sheet/plate and strip of corrosion resisting steels
for construction purposes

Manufacturer: Outokumpu Stainless Oy
Terastie, FI-95490 Tornio, Finland
System/s of AVCP: 2+

Harmonised standard:
Notified body/ies:

EN 10088-4:2009
TUV NORD Systems GmbH & Co. KG, Hamburg

identification number: 0045

Declared performance/s:

Essential characteristics Performance Harmonised technical
specification
Tolerances on dimensions and shape Tolerances in accordance with EN EN 10088-4:2009,
I1ISO 9444-2 and EN ISO 9445-2 Clause 6.9
Cold rolled Hot rolled EN 10088-4:2009,
0,2%-proof strength (yield strength) Rp0,2 | 240 MPa 220 MPa Clause 6.5.1
Tensile strength Rm 550-700 MPa 550-700 MPa
Elongation A 40 % 40 %
Impact strength KV - 60 J (transverse)
Weldability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3
Durability (covered by chemical composition) | EN 10088-4:2009,

Clause 6.3 and 6.4

Fracture toughness/ (covered by impact strength) EN 10088-4:2009,
brittle strength Clause 6.5.1

Cold formability (covered by elongation) EN 10088-4:2009,
Clause 6.8

0045-CPR-0567
EN 10088-4:2009, annex ZA

Appropriate Technical Documentation and/or
Specific Technical Documentation:

The performance of the product identified above is in conformity with the set of declared performance/s.
This declaration of performance is issued, in accordance with Regulation (EU) No 574/2014, under the
Signed for and on behalf of the manyfactun; by:

sole responsibility of the manufacturer ider;tified above.
7 ,
"4

Tornio 1.10.2020 Simon S'f:h;idt',/SVP - Business Line Tornio  Timo Huhtala, VP — Mill Controlling Finland

¥




outokumpu
high performance stainiesgicel \_\. }

DECLARATION OF PERFORMANCE

No 1.4436
Unique identification code of the product-type: 1.4436 — EN 10088-4:2009
Intended use/es: Sheet/plate and strip of corrosion resisting steels

for construction purposes

Manufacturer: Outokumpu Stainless Oy
Terastie, FI-95490 Tornio, Finland

System/s of AVCP: 2+
Harmonised standard: EN 10088-4:2009
Notified body/ies: TUV NORD Systems GmbH & Co. KG, Hamburg

identification number: 0045

Declared performance/s:

Essential characteristics Performance Harmonised technical
specification
Tolerances on dimensions and shape Tolerances in accordance with EN EN 10088-4:2009,
ISO 9444-2 and EN ISO 9445-2 Clause 6.9
Cold rolled Hot rolled EN 10088-4:2009,
0,2%-proof strength (yield strength) Rp0,2 | 240 MPa 220 MPa Clause 6.5.1
Tensile strength Rm 550-700 MPa 550-700 MPa
Elongation A 40 % 40 %
Impact strength KV - 60 J (transverse)
Weldability {covered by chemical composition) | EN 10088-4:2009,
Clause 6.3
Durability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3 and 6.4
Fracture toughness/ (covered by impact strength) EN 10088-4:2009,
brittle strength Clause 6.5.1
Cold formability (covered by elongation) EN 10088-4:2009,
Clause 6.8
Appropriate Technical Documentation and/or 0045-CPR-0567

Specific Technical Documentation: EN 10088-4:2009, annex ZA

The performance of the product identified above is in conformity with the set of declared performancels.
This declaration of performance is issued, in accordance with Regulation (EU) No 574/2014, under the
sole responsibility of the manufacturer identified above.

Signed for and on behalf of the manufacturer by:

Tornio 1.10.2020 Simoq,--Schmidt, SVP - Business Line Tornio  Timo Huhtala, VP — Mill Controlling Finland

/
/




outokumpu >

high performance slainless steel \\-}
' DECLARATION OF PERFORMANCE

No 1.4509

Unique identification code of the product-type:

1.4509 — EN 10088-4:2009

Intended use/es;

Sheet/plate and strip of corrosion resisting steels
for construction purposes

Manufacturer: Outokumpu Stainless Oy
Teristie, FI-95490 Tornio, Finland
System/s of AVCP; 2+

Harmonised standard:
Notified body/ies:

EN 10088-4:2009
TUV NORD Systems GmbH & Co. KG, Hamburg

identification number: 0045

Declared performance/s:

Essential characteristics

Performance

Harmonised technical
specification

Tolerances on dimensions and shape

Tolerances in accordance with EN

EN 10088-4:2009,

ISO 9445-2 Clause 6.9

Cold rolled EN 10088-4:2009,
0,2%-proof strength (yield strength) Rp0,2 | 250 MPa Clause 6.5.1
Tensile strength Rm 430-630 MPa
Elongation A 18 %
Impact strength KV -
Weldability (covered by chemical composition) | EN 10088-4:2009,

Clause 6.3

Durability (covered by chemical composition) | EN 10088-4:2009,

Clause 6.3 and 6.4

Fracture toughness/ (covered by impact strength) EN 10088-4:2009,
brittle strength Clause 6.5.1

Cold formability {covered by elongation) EN 10088-4:2009,
Clause 6.8

0045-CPR-0567
EN 10088-4:2009, annex ZA

Appropriate Technical Documentation and/or
Specific Technical Documentation:

The performance of the product identified above is in conformity with the set of declared performance/s.
This declaration of performance is issued, in accordance with Regulation (EU) No 574/2014, under the
sole responsibility of the manufacturer identified above.

7 4

Signed for and on behalf of the man}U]‘écture/r/’By:
> 2 At
/ ’

Tornio 1.10.2020 Simon Sghmidt, ;S'VP - Business Line Tornio  Timo Huhtala, VP — Mill Controlling Finland
/ A’

74 //



outokumpu >

high performance stainless steel

4
DECLARATION OF PERFORMANCE

No 1.4510

Unique identification code of the product-type:

1.4510 - EN 10088-4:2009

Intended use/es:

for construction purposes

Sheet/plate and strip of corrosion resisting steels

Manufacturer:

Outokumpu Stainless Oy

Tersstie, FI-95490 Tornio, Finland

System/s of AVCP:

2+

Harmonised standard:
Notified bodyl/ies:

EN 10088-4:2009

TUV NORD Systems GmbH & Co. KG, Hamburg

identification number: 0045

Declared performance/s:

Essential characteristics Performance Harmonised technical
specification
Tolerances on dimensions and shape Tolerances in accordance with EN EN 10088-4:2009,
1ISO 9445-2 Clause 6.9
Cold rolled EN 10088-4:2009,
0,2%-proof strength (yield strength) Rp0,2 240 MPa Clause 6.5.1
Tensile strength Rm 420-600 MPa
Elongation A 23 %
Impact strength KV -
Weldability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3
Durability (covered by chemical composition) | EN 10088-4:2009,

Clause 6.3 and 6.4

Fracture toughness/

(covered by impact strength)

EN 10088-4:2009,

brittle strength Clause 6.5.1
Cold formability (covered by elongation) EN 10088-4:2009,
Clause 6.8

Appropriate Technical Documentation and/or

Specific Technical Documentation:

0045-CPR-0567
EN 10088-4:2009, annex ZA

The performance of the product identified above is in conformity with the set of declared performance/s.
This declaration of performance is issued, in accordance with Regulation (EU) No 574/2014, under the
sole responsibility of the manufacturer identified above.

Signed for and on behalf of the manufacturer by:

Tornio 1.10.2020 Simoq,Sf:hmidt. SVP - Business Line Tornio  Timo Huhtala, VP — Mill Controlling Finland

/S /

4
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outokumpu Y
high performance stainless stee
" ' '~ DECLARATION OF PERFORMANCE
No 1.4512
Unique identification code of the product-type: 1.4512 — EN 10088-4:2009
Intended use/es: Sheet/plate and strip of corrosion resisting steels

for construction purposes

Manufacturer: Outokumpu Stainless Oy
Terastie, FI-95490 Tornio, Finland

System/s of AVCP: 2+
Harmonised standard: EN 10088-4:2009
Notified body/ies: TUV NORD Systems GmbH & Co. KG, Hamburg

identification number: 0045

Declared performance/s:

Essential characteristics Performance Harmonised technical
specification
Tolerances on dimensions and shape Tolerances in accordance with EN | EN 10088-4:2009,
ISO 9445-2 Clause 6.9
Cold rolled EN 10088-4:2009,
0,2%-proof strength (yield strength) Rp0,2 | 220 MPa Clause 6.5.1
Tensile strength Rm 380-560 MPa
Elongation A 25%
Impact strength KV -
Weldability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3
Durability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3 and 6.4
Fracture toughness/ (covered by impact strength) EN 10088-4:2009,
brittle strength Clause 6.5.1
Cold formability (covered by elongation) EN 10088-4:2009,
Clause 6.8
Appropriate Technical Documentation and/or 0045-CPR-0567

Specific Technical Documentation:

EN 10088-4:2009, annex ZA

The performance of the product identified above is in conformity with the set of declared performance/s.
This declaration of performance is issued, in accordance with Regulation (EU) No 574/2014, under the
sole responsibility of the manufacturer E;lentified above.

Signed for and on behalf of the manufac urer by:

rd 5 3
Tornio 1.10.2020 Simon,Schmidt,SVP - Business Line Tornio  Timo Huhtala, VP — Mill Controlling Finland
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DECLARATION OF PERFORMANCE
No 1.4521

Unigue identification code of the product-type: 1.4521 — EN 10088-4:2009

Sheet/plate and strip of corrosion resisting steels
for construction purposes

Intended use/es:

Manufacturer: Outokumpu Stainless Oy
Terastie, FI-95490 Tornio, Finland
System/s of AVCP: 2+

Harmonised standard:
Notified bodyfies:

EN 10088-4:2009

TUV NORD Systems GmbH & Co. KG, Hamburg

identification number: 0045

Declared performance/s:

Essential characteristics Performance Harmonised technical
specification
Tolerances on dimensions and shape Tolerances in accordance with EN EN 10088-4:2009,
ISO 9445-2 Clause 6.9
Cold rolled EN 10088-4:2009,
0,2%-proof strength (yield strength) Rp0,2 | 320 MPa Clause 6.5.1
Tensile strength Rm 420-640 MPa
Elongation A 20 %
Impact strength KV -
Weldability {covered by chemical composition) | EN 10088-4:2009,
Clause 6.3
Durability {covered by chemical composition) | EN 10088-4:2009,

Clause 6.3 and 6.4

Fracture toughness/

(covered by impact strength)

EN 10088-4:2009,

brittle strength Clause 6.5.1
Cold formability {covered by elongation) EN 10088-4:2009,
Clause 6.8

Appropriate Technical Documentation and/or

Specific Technical Documentation:

0045-CPR-0567

EN 10088-4:2009, annex ZA

The performance of the product identified above is in conformity with the set of declared performancel/s.

This declaration of performance is issued, in accordance with Regulation (EU) No 574/2014, under the

sole responsibility of the manufacturer jdentified above.
!

Signed for and on behalf of the mar]ufa/ G

/

Va4
Tomio 1.10.2020  Simon Schmid
/ /7

rer by:

t, SVP - Business Line Tornio  Timo Huhtala, VP — Mill Controlling Finland
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DECLARATION OF PERFORMANCE
No 1.4541

Unique identification code of the product-type: 1.4541 — EN 10088-4:2009

Sheet/plate and strip of corrosion resisting steels
for construction purposes

Intended use/es:

Manufacturer: Outokumpu Stainless Oy
Terastie, FI-95490 Tornio, Finland
System/s of AVCP: 2+

EN 10088-4:2009
TUV NORD Systems GmbH & Co. KG, Hamburg

Harmonised standard:

Notified body/ies:
identification number: 0045

Declared performance/s:

Essential characteristics Performance Harmonised technical
specification
Tolerances on dimensions and shape Tolerances in accordance with EN | EN 10088-4:2009,
ISO 9444-2 and EN ISO 9445-2 Clause 6.9
Cold rolled Hot rolied EN 10088-4:2009,
0,2%-proof strength (yield strength) Rp0,2 | 220 MPa 200 MPa Clause 6.5.1
Tensile strength Rm 520-720 MPa 520-720 MPa
Elongation A 40 % 40 %
Impact strength KV B 60 J (transverse)
Weldability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3
Durability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3 and 6.4
Fracture toughness/ (covered by impact strength) EN 10088-4:2009,
brittle strength Clause 6.5.1
Cold formability (covered by elongation) EN 10088-4:2009,
Clause 6.8

0045-CPR-0567
EN 10088-4:2009, annex ZA

Appropriate Technical Documentation and/or
Specific Technical Documentation:

The performance of the product identified above is in conformity with the set of declared performance/s.
This declaration of performance is issued, in accordance with Regulation (EU) No 574/2014, under the

sole responsibility of the manufacturer i

ntified above.

Signed for and on behalf of the rnélufac wrer by:

y
#

f ot

'/

Tornio 1.10.2020 Simon"Schmidt',zSVP - Business Line Tornio  Timo Huhtala, VP — Mill Controlling Finland
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outokumpu \;‘\
high performance slainless steel / DECLARATION OF PERFORMANCE

No 1.4571
Unique identification code of the product-type: 1.4571 - EN 10088-4:2009
Intended use/es: Sheet/plate and strip of corrosion resisting steels

for construction purposes

Manufacturer: Outokumpu Stainless Oy
Teristie, FI-95490 Tornio, Finland

System/s of AVCP: 2+
Harmonised standard: EN 10088-4:2009
Notified body/ies: TUV NORD Systems GmbH & Co. KG, Hamburg

identification number: 0045

Declared performance/s:

Essential characteristics Performance Harmonised technical
specification
Tolerances on dimensions and shape Tolerances in accordance with EN EN 10088-4:2009,
ISO 9444-2 and EN ISO 9445-2 Clause 6.9
Cold rolled Hot rolled EN 10088-4:2009,
0,2%-proof strength (yield strength) Rp0,2 | 240 MPa 220 MPa Clause 6.5.1
Tensile strength Rm 540-690 MPa 540-690 MPa
Elongation A 40 % 40 %
Impact strength KV - 60 J (transverse)
Weldability {covered by chemical composition) | EN 10088-4:2009,
Clause 6.3
Durability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3 and 6.4
Fracture toughness/ (covered by impact strength) EN 10088-4:2009,
brittle strength Clause 6.5.1
Cold formability (covered by elongation) EN 10088-4:2009,
Clause 6.8
Appropriate Technical Documentation and/or 0045-CPR-0567

Specific Technical Documentation: EN 10088-4:2009, annex ZA

The performance of the product identified above is in conformity with the set of declared performance/s.
This declaration of performance is issued, in accordance with Regulation (EU) No 574/2014, under the
sole responsibility of the manufacturer identified above.

. 4
Signed for and on behalf of the mang.gf‘acturgf" by: .
V. ?«@
/ / 2
":‘ /\///"

Tornio 1.10.2020 Simon SQIJrnldt SVP Business Line Tornio  Timo Huhtala, VP — Mill Controlling Finland
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outokumpu \’:\
high performance stainless stee! DEC LARATION OF PERFORMANCE

No 1.4462
Unique identification code of the product-type: 1.4462 — EN 10088-4:2009
Intended use/es: Sheet/plate and strip of corrosion resisting steels

for construction purposes

Manufacturer: Outokumpu Stainless Oy
Terastie, F1-95490 Tornio, Finland

System/s of AVCP: 2+
Harmonised standard: EN 10088-4:2009
Notified body/ies: TUV NORD Systems GmbH & Co. KG, Hamburg

identification number: 0045

Declared performance/s:

Essential characteristics Performance Harmonised technical
specification
Tolerances on dimensions and shape Tolerances in accordance with EN EN 10088-4:2009,
1ISO 9444-2 and EN ISO 9445-2 Clause 6.9
Cold rolled Hot rolled EN 10088-4:2009,
0,2%-proof strength (yield strength) Rp0,2 | 500 MPa 460 MPa Clause 6.5.1
Tensile strength Rm 700-950 MPa 700-950 MPa
Elongation A 20 % 25 %
Impact strength KV - 60 J (transverse)
Weldability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3
Durability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3 and 6.4
Fracture toughness/ (covered by impact strength) EN 10088-4:2009,
brittle strength Clause 6.5.1
Cold formability (covered by elongation) EN 10088-4:2009,
Clause 6.8
Appropriate Technical Documentation and/or 0045-CPR-0567

Specific Technical Documentation:

EN 10088-4:2009, annex ZA

The performance of the product identified above is in conformity with the set of declared performancels.
This declaration of performance is issued, in accordance with Regulation (EU) No 574/2014, under the
sole responsibility of the manufacturer identified above.

Signed for and on behalf of the mam?«.(urer 4y:
é ¢ o :

7

7
Tornio 1.10.2020 Simon Schm|dt SVP Business Line Tornio  Timo Huhtala, VP — Mill Controlling Finland
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high performance stainless steal / DECLARATION OF PERFORMANCE

No 1.4162
Unique identification code of the product-type: 1.4162 — EN 10088-4:2009
Intended use/es: Sheet/plate and strip of corrosion resisting steels

for construction purposes

Manufacturer: Outokumpu Stainless Oy
Teréstie, FI-95490 Tornio, Finland

System/s of AVCP: 2+
Harmonised standard: EN 10088-4:2009
Notified bodyf/ies: TUV NORD Systems GmbH & Co. KG, Hamburg

identification number: 0045

Declared performance/s:

Essential characteristics Performance Harmonised technical
specification
Tolerances on dimensions and shape Tolerances in accordance with EN EN 10088-4:2009,
ISO 9444-2 and EN ISO 9445-2 Clause 6.9
Cold rolled Hot rolled EN 10088-4:2009,
0,2%-proof strength (yield strength) Rp0,2 | 530 MPa 480 MPa Clause 6.5.1
Tensile strength Rm 700-900 MPa 680-900 MPa
Elongation A 20 % 30%
Impact strength KV - 40 J (transverse)
Weldability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3
Durability (covered by chemical composition) | EN 10088-4:2009,
Clause 6.3 and 6.4
Fracture toughness/ (covered by impact strength) EN 10088-4:2009,
brittle strength Clause 6.5.1
Cold formability (covered by elongation) EN 10088-4:2009,
Clause 6.8
Appropriate Technical Documentation and/or 0045-CPR-0567

Specific Technical Documentation: EN 10088-4:2009, annex ZA

The performance of the product identified above is in conformity with the set of declared performance/s.
This declaration of performance is issued, in accordance with Regulation (EU) No 574/2014, under the
sole responsibility of the manufacturer identified above.

Signed for and on behalf of the mangfa’éturen_,é&;:
/' Y/
"- .,. ’\’/’ "

i /!
/ Z’ /

Tornio 1.10.2020 Simon Sé%midt./&ﬂ:' - Business Line Tornio  Timo Huhtala, VP — Mill Controlling Finland
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